
High Definition P2.5 P3 P4 P5 P6 1R1G1B HD LED
Display

Basic Information

China

Vegoo

CE

VG-P3-DH4

1sqm

800USD/Sqm

Plywood case / Flight case / Carton box

10-20 days

T/T

5000 Sqm/month

Product Specification

Indoor

Full Color

AC 110v/220v 50/60 HZ

2 Years

1R1G1B exterior led display, 
P2.5 fine pitch led display

More Images

for m
ore products please visit us on hdled-display.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Application:

Color:

Input Voltage:

Quality Warranty:

Highlight:

Shenzhen Weigu Electronic Technology Co., Ltd.
hdled-display.com
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Product Description

 
High Definition LED Video Wall Screen P2.5 P3 P4 P5 P6 Indoor Outdoor LED Display
 

Parameter Value
Product Model P2.5 P3 P4 P5 P6
Pixel Pitch 2.5 mm 3mm 4mm 5 mm 5mm 6mm

Driving Mode
1/32 Scan
Constant
Current

1/16 Scan
Constant
Current

1/16 Scan
Constant
Current

1/16 Scan
Constant
Current

1/16 Scan
Constant
Current

1/8 Scan
Constant
Current

Pixel
Configuration

1R1G1B 1R1G1B 1R1G1B 1R1G1B 1R1G1B 1R1G1B

LED Type
3-in-1 Black
SMD2121

3-in-1 Black
SMD2121

3-in-1 Black
SMD2121

3-in-1 Black
SMD2121

3-in-1 Black
SMD3528

3-in-1 Black
SMD3528

Module Size 160×160mm 192×192mm 256×128mm 320×160mm 320×160mm 192×192mm
Module Pixels 64×64dots 64×64dots 64×32dots 64×32dots 64×32dots 32×32dots
Module Weight 209g 298g 219g 354 g 411g 286g

Pixel Density
160000
dots/m²

111111
dots/m²

62500
dots/m²

40000
dots/m²

40000
dots/m²

27777
dots/m²

Viewing Angle
H≥120°
V≥120°

H≥120°
V≥120°

H≥120°
V≥120°

H≥120°
V≥120°

H≥120°
V≥120°

H≥120°
V≥120°

Max./Avg.
Power
Comsumption

800/400 w/m²
1200/600
w/m²

800/400 w/m² 700/280 w/m² 600/240 w/m²
700/280

w/m²

Brightness ≥800 cd/m² ≥1000 cd/m² ≥ 1000cd/m² ≥ 800cd/m² ≥1000cd/m² ≥1200 cd/m²
Refresh Rate ≥600Hz ≥600Hz ≥600Hz ≥600Hz ≥600Hz ≥600Hz
Recommended
Viewing
Distance

≥2.5m ≥3m ≥4m ≥5m ≥5m ≥6m

Temperature
/Humidity

-10�~+40�/10-80% no condensation
 

 
 

 
Our Services

1. After-sales service:
1) Service principles: response in time, solve problems as soon as possible and ensure the use.
2) Service period: In the Maintenance period of the LED screen, free of all maintenance charges; After Maintenance period, only charge the
material costs fees free of manual work fees.
3) Service scope: If the users find any problem that cannot be solved, please contact our company, we can respond within 24 hours. In order to
shorten the maintenance time, Our Company will deploy some spare parts such as power and chips etc.
4) Under normal use and storage, Our Company will be responsible for the equipment.
2. Pre-sales service:
1) Our company can arrange professionals to conduct site installation and debugging in strict accordance with the requirements of the schemes
and the original manual. If there is any special requirement, it is necessary to make changes to part installation scheme, we will coordinate with
users. Our company can ensure the consistency of completion time and contracted time. Any problems caused by natural factors or man-made,
we will discuss with the client to find solutions.
2) Our company can train the users based on the manual. The training includes system use, system maintenance, and equipment protection.
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 86-15118043086  Linda@vegooled.com  hdled-display.com

806�Building 1�Geya Technology Building, Clock Base, Ma Tou community,Ma Tian Street,Guangming District ,
Shenzhen,China

Shenzhen Weigu Electronic Technology Co., Ltd.


	1R1G1B exterior led display
	P2.5 fine pitch led display

